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Configure a plurality of blade servers to 
simultaneously connect with at least 
one drive coupled to the management 
system. 



Manage shared access to the drive(s) 
for the plurality of blade servers by the 
management system. 



END 
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Management module sends 
command to DSPs on a plurality 
of blade servers to present the 
local drive. 




r 


DSPs configure respective 
device chips on the plurality of 
blade servers to present an 
interface for the local drive. 






Device chips inform respective 
host controllers on the plurality 
of blade servers that the local 
drive is connected. 






Management module manages 
simultaneous access of the local 
drive by the plurality of blade 
servers. 







END 
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Remote system sends request to 
management module to connect a 
remote drive to a plurality of blade 
servers. 



Management module uploads applet to 
the remote system. 



Applet establishes a connection to the 
DSPs on the plurality of blade servers. 



DSPs configure respective device chips 
on the plurality of blade servers to 
present an interface for the remote 
drive. 



Device chips inform respective host 
controllers on the plurality of blade 
servers that the remote drive is 
connected. 



Management module manages 
simultaneous access of the remote 
drive by the plurality of blade servers. 



r END 
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Configure at least one blade 1 
server to simultaneously connect , 
with a plurality of drives coupled 

to the management system. 


y 


i 


Manage shared access to the 
plurality of drives for the blade 
server(s) by the management 
system. 




r 



END 



FIG. 7 
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Remote systems send requests 
to management module to 
connect a plurality of remote 
drives to at least one blade 
server. 



802 



Management module sends a 
command to a DSP on at least 
one blade server to present the 
plurality of local drives. 



804 



Management module uploads 
applet to each of the remote 
systems. 



Applet establishes connections 

between the DSP(s) on the 
blade server(s) and the plurality 
of drives. 
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810 



DSP(s) configures a device chip(s) on 
the blade server(s) to present a plurality 
of interfaces for the plurality of local 
and/or remote drives. 



808 



Device chip(s) informs a host 
controller(s) on the blade server(s) that 
the plurality of local and/or remote 
drives is connected. 



812 



Management module manages 
simultaneous access of the plurality of 
local and/or remote drives by the blade 
server(s). 



814 



END 
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